
Ultra lightweight
Ultra high transparency 
Indoor & outdoor use
Perfect user experience

Series



Basic informa�on

Panel size

Pixel pitch

8.33mm

Panel weight

6.5kg
4.3kg

500*1000*100mm
500*500*100mm

Panel size

Pixel pitch

9.37mm

Panel weight

600*1200*100mm
600*600*100mm

7.45kg
4.1kg

Panel size

Pixel pitch

4.68mm

Panel weight

5.4kg

600*600*100mm

Panel size

Pixel pitch

6.25mm

Panel weight

8.25kg
5.5kg

600*1200*100mm
600*600*100mm



Flight case & hanging bar

12 in 1 flight case

Hanging bar
Pass strict tensile test to ensure safety and reliability

For JP4.68/JP6.25/JP9.37 For JP8.33

500mm600mm 1000mm1200mm

(For rectangular panels)



Ultra lightweight

weight only

10.4kg/㎡

40% Lighter
than regular products

Jupiter series
 

Panel size 

 (mm) 

Panel weight 

kg/panel kg/㎡ 

JP4.68 600*600*100 5.4 15 

JP6.25 
600*1200*100 8.25 11.5 

600*600*100 5.5 15.3 

JP8.33 
500*1000*100 6.5 13 

500*500*100 4.3 17.2 

JP9.37 
600*1200*100 7.45 10.4 

600*600*100 4.1 11.4 

 

JP9.37



Ultra high transparency
· Transparency ≥ 35 %
· Greatly reduce wind resistance
· Be�er cooling effect



Outdoor scenario

Indoor scenario

Indoor & outdoor use

JP4.68: 3000nit brightness

JP6.25: 4500nit brightness

JP8.33: 5000nit brightness

JP9.37: 3000nit brightness



Perfect user experience
· One-man installa�on
· Simple and convenient opera�on

locking 
system

*JP8.33 supports -15°~+15° curve splicing



Specification

JP9.37 

9.375

3000

600*1200*100/

600*600*100

7.45/4.1

SMD1515

600*150

64*128/64*64

11377

3840

14

160/160

IP65/IP54

375/125

JP4.68

4.68

3000

600*600*100

5.4

SMD1515

300*300

128*128

45511

3840

16

160/140

IP20/IP20

370/124

JP6.25 

6.25

4500

600*1200*100/

600*600*100

8.25/5.5

SMD1515

600*200

96*192/96*96

25600

1920

14

140/120

IP65/IP54

483/161

JP8.33 

8.33

5000

500*1000*100/

500*500*100

6.5/4.3

SMD1921

500*166.67

60*120/60*60

14400

3840

16

160/160

IP65/IP54

594/198

Unit 

mm

nit

mm

kg/panel

—

mm

pixels

pixels/㎡

Hz

bit

degree

—

W/㎡

Parameters

Pixel pitch

Brightness

Panel dimensions (W*H*D)

Panel material

Panel weight

LED type

Module size

Panel resolution

Pixel density

Refresh rate

Grayscale

Viewing angle (H/V)

Ingress protection

Power consumption  (max./avg.)

Die casing aluminum+ profile aluminum


